
 

 

 

 

 

 

Turf Characteristics 
 

 

Pile/Face Weight: Approx 44 ounces 
 

Pile Height: Approx.  3/16 inches 
 

Machine Gauge: 0.825 inch 
 

Yarn Characteristics 
 

 
 

Type: Texturized Monofilament  
 

Composition/Structure: Polylethylene  

Finish Coating 
 
 

Total Product Weight: 70 oz 
  

Finish Coating: Polyurethane: 20 oz per 
Sq. Yd. 

Particulate Infill 
 

Type: Quality Infill 
 

Weight: 1 – 3 pounds per square foot* 
 

Color: Green, Black or Natural 
 

Additional Information 

• For golf greens, it offers the truest surface, whether 

for practicing or competitions, thus making it ideal 

for golf courses and private clubs alike -- varying the 
amount of infill, the speed and spin are adjustable to 

the clients play specifications. 

• Suitable for sports clubs, schools, patios, balconys, 
rooftops, campgrounds and community sportscenters. 

Backing Characteristics 
 

 

Primary Backing:  Woven Polypropylene 
 

Secondary Backing: Polyurethane                                      

Composition/Structure: 2 Layers 13 PIC Black             

Weight: 6 oz Per Square Yard 

 

Recommended Use: High Traffic 
 

Main Application: Residential & Commercial Landcapes, 
 Putting Greens, & Sports Field  
 

Blade Colors: Spring Blend 
 
 

Drainage Rate: > 30 in. Per Hour 

Recommended Maintenance: Rinse and 
groom as needed to limit matting. 

• The ultimate putting surface, Links Putt is 

designed for a higher level of play.       

Texturized yarns provides an excellent 
playing surface that is durable, resilient, 

and has a multidirectional surface. 

• UV Stabilized &Drains from the top 

• Minimal Maintenance 


